V/LL

iSTANBUL

q AKU

ENERGY STORAGE BATTERY - GEL DEEP CYCLE SERIES

MODEL: 0T200-12 SUPER PLUS (VRLA GEL)/CD

Container Color

Plane Chart:

Unit:{mm)  Terminal type:(T3)
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Parameter Chart: Residual Capacity
Capacity(25°C) 10 hours rate (22A) 220Ah =
=
Discharge Guorrent 1 hours rate (121A) 137AN g
Testing (25°C) 3 hours rate (55A) 176Ah S :
m T
Internal Resistance | Full Charged Battery 25°C | 3mQ é E_
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40°C 104% : : : : !
0 3 ] 9 12 15 18
Li}
Capacity Affected 25°C Lot Storage Period(months)
By Temperature 0°C 839%
-15°C 65%
Discharge Current 25°C
Capacity After 3 Months Storage| 91%
Residual Capacity !
(25°C) Capacity After 6 Months Storage | 82% 1 sokl ] 1 1!
Capacity After 12 Months Storage| 65% g 120 = -]
Z 1o —I L DN YR INDS
Initial Charging Gurrent Less > 100 VY Y D e vicats
Charge |Cycle (25°C) Than 66A g CILJC _L- 0.3
(Constant Voltage 14.5~14.9Y E 90 201 i 00C
Voltage) 2 a0
Float (25°C) | Charge Voltage 13.6~13.8V 70
O 23 5 10 2030 &0 2 3 5 10 20 30
Weight (Approx) BEKg =: min >l h .;:
*The above are average and data obtained from the first 3 charge/discharge Discharge Time
cycles. These are not minimum values.
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Constant voltage charging characteristics  Cycle service life in relation to the depth of discharge
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Constant Current Discharge Characteristics (A, 25°C)

F.V/Time | 15min | 30min | 60min 2h 3h 4h 5h 8h 10h 20h
9.60V 325.5 | 225.6 | 137.5 79.9 60.6 51.9 41.9 26.7 22.3 11.6
10.2v 3126 | 218.5 | 132.7 78.6 58.7 50.2 40.6 26.4 22.2 11.5
10.5V 300.5 | 212.3 | 128.2 77.0 57.6 49.4 40.0 26.1 22.1 11.4
10.8Vv 290.2 | 208.0 | 125.6 76.1 56.5 48.6 39.5 25.8 22.0 1.3

Constant Power Discharge Characteristics (Watt, 25°C)

F.VITime | 15min | 30min | 60min 2h 3h 4h 5h 8h 10h 20h
9.60V 3580.5 | 2526.7 | 1567.5 | 918.9 | 703.0 | 602.0 | 490.2 | 3151 263.1 138.0
10.2V 3469.9 | 2469.1 | 1512.8 | 903.9 | 680.9 | 582.3 | 475.0 | 311.5 | 262.0 | 136.9
10.5V 3335.6 | 2399.0 | 1474.3 | 885.5 | 668.2 | 573.0 | 468.0 | 308.4 | 260.8 | 135.7
10.8V 3321.2 | 2350.4 | 1444.4 | 875.2 | 655.4 | 563.8 | 462.2 | 304.5 | 259.6 | 134.5

Capacity Factors With Different Temperature

Battery Type -20°C | -10°C 0°c 5°C 10°C 20°C 25°C 30°C 40°C 45°C
GEL
Battery 12v 50% T0% 83% B85% 90% 98% 100% 102% 104% 105%

* The above are average and data obtained from the first 3 charge/discharge cycles. These are not minimum values.
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